
Sample Location Sample Result Result Units
SEC-SD-T3-01D 0.0075 ppm
SEC-SD-T5-01 0.44 ppm
SEC-SD-T5-02 0.038 ppm
SEC-SD-T5-03 0.03 ppm
SEC-SD-T6-01 0.078 ppm
SEC-SD-T6-02 0.035 ppm
SEC-SD-T6-03 0.022 ppm
SEC-SD-T7-01 0.025 ppm
SEC-SD-T7-02 0.031 ppm
SEC-SD-T7-03 0.041 ppm
SEC-SD-TL-06 0.18 ppm
SEC-SD-T8-01 0.027 ppm
SEC-SD-T8-03 0.039 ppm
SEC-SD-T8-02 0.036 ppm
SEC-SD-TL-03 0.025 ppm
SEC-SD-CL-01 0.032 ppm
SEC-SD-T1-01 0.037 ppm
SEC-SD-T1-02 0.031 ppm
SEC-SD-T1-03 0.05 ppm
SEC-SD-T2-01 0.021 ppm
SEC-SD-T2-02 0.055 ppm
SEC-SD-T2-03 0.16 ppm
SEC-SD-T3-01 0.015 ppm
SEC-SD-T3-02 0.055 ppm
SEC-SD-T3-03 0.041 ppm
SEC-SD-T4-01 1.8 ppm
SEC-SD-T4-02 0.062 ppm
SEC-SD-T4-03 0.062 ppm
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